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SCORPION 

DIGITAL  STEREO  AUDIO  SYSTEM 


Scorpion  T n nan  itte  r 


Smaller  th  .■  n 1 j the  size  of  a credit  card  and  only  4-  mm  thick. 

Adoptability!  Te klron's  tiny  transmitter  can  fit  into  practically  any 
concealment.  The  loo.-  power  oonsumption  combined  with  oulslandmg 
sbe  rcc-  or  aono  audio  (up  to  8*1* CO  Hz  response)  make  this  transmitter  an 
ou  Islanding  performer.  The  ultra  miniature  positive  lock  connectors 
allow  flexibility  lor  microphone  interchangeability  and  the  con  nee I iios 
v-ill  not  cock  apart.  A milled  aluminum  case  provides  exceptional 
du  n bi  li  1y.  Ra  nge  if  over  LOOO  feet,  I ine-of-sighl. 


TEdrom 

i- 

RF  Output  Power: 

10  raW  i:t  lOOmW 

» 

Powt  Consumption: 

J OmW  Output  - 23  diA  (3| 
3 VDC 

J OOinW  Output  - 46mA  @ 
6 VDC 

» 

Chassis  Size  CL  x W x H): 

67  m m x J 5. 5 mm  x 4 mm 
(2.64s  x 0.6 r xO.L6") 

» 

Audio  Modes: 

Stereo  ot  Mono 

> 

■Ope  n bnu  Frequency: 

360 - 400  MHz 
902-92S  MHz 
(consul  tTektron  for  other 
frequency  requests) 

» 

Channels: 

S,  externally  selectable 

« 

Signal  Bandwidth: 

J MHz  @|  - 10  dB 

t 

Antenna  Style: 

Whip  monopole  ^'ith  SSMC 
type  connector 

* 

Microphone  Type: 

Two  (2)  Elec  tret  - Knowles  FU 
series  or  Tibbetts  equivalent 

+ 

Microphone  Connec  tor: 

Tektron  ■‘■Nano-Lakh"  3 
conductor,  shielded,  positive 
locking 

(US  Patent  No.  6,764331) 

+ 

Supply  Voltage  Range: 

3 - J4  YDC.  negative  ground 
w-ith  reverse  polar  ity  protection 

«■ 

Power /Control  Connector: 

Tektron',NaDO-Lalcb"  0 
conductor,  shielded,  positive 
locking 

«- 

Opera  ting  Temperature: 

-20°C  to  +60DC 

* 

Case  and  Finish: 

Macbmed  aluminum,  matte 
nickel  plated 

FUTURES 

• 

Remote  Control: 

Channel  and  control  settings 
via  RS-232  interface 

• 

Current  Consumption: 

LS  SraA  @ J 2 YDC 
L mA  when  Off 

* 

Analog  Outputs: 

Line  level  (RCA) 

• 

Digital  Output 

a'PDEF digital  (RCA) 

• 

Sbeieo/Monor 

-4*3  Hz  to  MOO  KHz 

* 

Dynamic  Range: 

90  dB 

• 

Sensitivity: 

- L00  dBm  (Stereo) 
-L03  dBm  (Mono 

Dual  Diversity: 

[□eluded 

• 

Indicators: 

Signal  lock,  Pcvr  On,  Self 
test 

Headphone: 

Variable  (33  ram) 

• 

Overal  1 Size  (L  x W x H): 

(9.2  5”  k S.32-"  x L.  72"") 

23  5 mm  x 2 L2  mm  x 44  mm 

• 

Frequency  Rang?: 

360-4*3(1  MHz 
699  - 926  MHz 

• 

Power  Input 

9-  L6  VDC. negative 
ground  with  reverse 
polarity  protection 

■ 

Antenna  Connectors: 

Two  (2)  N Type 

■ 

Power  Supply: 

+L2  VDC  Universal  Power 
Converter  Supplied 

• 

Operating  Software-: 

[□eluded  - Windows 

The  Scorpion  receiver  and  transmitter  are  a complimentary  pair. providing  exceptions I audio  in  a small  package-. 
An  audio  response  bc-SCOO  Hz  provides  sharp,  clear  intelligence.  Receiver  control  func  I ion*  a re  accomplished 
via  a computer  link  and  a simple  graphical  useT  interlace.  Once  the  control  values  are  established  the  receiver 
remembers  a II  settings  and  can  be  used  in  the  fie  Id  without  concern  of  ate  idenla  I change. 
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